Requirements:

The customer is a ma-
terial handling company.
They needed a sensor for
their automatic stretch-
wrapper. The sensor is
mounted under the con-
veyorsection ofthe stretch
wrapper. ltis used to de-
tect a forklift which is load-
ing and unloading material
from the conveyor. The
sensor may need to detect
the black tires on the fork
truck or the front of the
truck,which mightbeadark
target from dirt and grime.
This was just one of the
reasons why photoelectric
sensors would not solve
their application.

The customer needs:

* A sensor with a wide
sensing beam pattern.

* An operational range
of 80 inches.
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*A sensor not affected
by dark colors.

* A self contained sen-
SOr.

* Alarge tilt angle.
* Thesensormusthave
anadjustable delay off fea-

ture.

ga tron's
Solution:

Migatron's local distribu-
tor recommended the
RPS-150DC-80DF.

This sensor's wide
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beam spread, reliability, ad-
justability and price were
the main reasons the cus-
tomer selected the Miga-
tron sensor over the com-
petition.

The delay-off feature
was particularly suited to
the customer's application.
The delay-off is equal to
the sensor's minimum re-

RPS-150DC-80DF

sponse time and can be
adjusted by the customer
up to 4 seconds. The de-
lay-off feature confirms for
the customer that the fork
truck is definitely out of the
target area.

Combining the delay-
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